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TRI - AMERICAN, INC,
Manufacturer of ASPHALT PROTECT/ON  PRODUCTS
TECHNICAL BULLETIN TA-3000
POLY-LOOP
980 AMES AVENUE, M1LPITAS, CA 950.35 (800) 782-6543 (408) 946-5788
COMPOSITION
POLY-LOOP TA-3000 DETECTOR LOOP SEALANT is a Hot-Melt Rubberized Asphalt Sealant designed to fill & seal sawcuts in both Asphalt & Concrete surfaces. POLY-LOOP TA-3000 contains no reclaimed rubber.  Poly-Loop TA-3000 Meets or Exceeds Caltrans 86.501A Specifications.  POLY-LOOP TA-3000 was designed with select resins and plasticizers that give this product high elastomeric and bonding properties.
APPLICATION
POLY-LOOP TA-3000 shall be melted in a jacketed, double boiler type melting unit. Application of the sealant can be made with a pressure feed applicator or pour pot. Application temperature of the sealant shall be 375-400 degrees f. Apply sealant to clean/dry sawcuts, and when rain is not imminent.
APPROXIMATE COVERAGE
1/4" width by 2" depth approximately 30 pounds per 100 Lineal feet.
DRY TIME
Allow approximately 10 minutes for sealant to set ( 77 degrees f.) before opening to traffic.
Apply DETACK TA-101 to sealant to permit quicker opening to traffic.
CARE OF TOOLS
Dried materials may be removed with OIL-FLO TA-95 or mineral spirits.
PACKAGING
35 pound boxes-—72 boxes per pallet
PERFORMANCE CHARACTERISTICS
.ASTM D 3407 .ASTM D 3407 .ASTM D 3407 .ASTM D 2398 .ASTM D 113 .ASTMD 92
Cone Penetration, 77degs F.,150g, 5sec.,l/10mm
35 max

Flow, 140 degs. F. mm
5 max

Resilience, 77 degs. F. percent
25 min

Softening Point, degs. F
180 max

Ductility, 77 degs. F. 5 Cm/min, cm
30 min

Flash Point, COC, degs. F
550 min

.ASTM D 4402
Viscosity, Brookfield Thermosel, Centipose,
No. 27 Spindle, 20 rpm, 375 degrs. F
2500-3500

CAUTION
PROTECTIVE CLOTHING IS HIGHLY RECOMMENDED--PLEASE READ PRODUCT LABEL
AND MSDS BEFORE USING.
